
CURRENT PRODUCTS USED:
•	 2” 60 Grit Quick Change Disc

•	 3” Medium Surface Conditioning 
Disc

CHALLENGES:
•	 Quick change discs overheating, 

burning, and glazing

•	 Titanium particles melting and 
flying off disc

•	 Titanium slag particles melting 
onto work surface

•	 Surface conditioning materials 
needed to clean surface 
deformities caused by burning 
titanium slag

•	 Filtration systems ingesting hot 
dust particles causing safety 
hazards

ARC RECOMMENDATION:
2” 100 Grit Performance Coated 
PREDATOR™ Type R Quick-Lok

AEROSTRUCTURE MANUFACTURER
ARC Abrasives teamed up with an aerostructure manufacturing 
company to test the effectiveness of Performance Coated 
PREDATOR™ Quick-Loks to their current quick change discs. All 
products were tested on a titanium Bulkhead AP Engine Mount.

CASE STUDY

RESULTS

600K$ annual savings
in parts alone

eliminated need for 
surface conditioning

68% increase in 
efficiency

less grinding dust & 
no burning titanium 
improved safety

increased cut
rate & longer life

doesn’t glaze the abrasive

1 PREDATOR™ disc 
did the work of 3
competitor discs

3-1
dust build-up 
decreased by 

40%

lower grinding 
temperatures 
& reduced heat 
minimized loading

CONCLUSION

37 vs 42 PREDATOR™ 
had better RA

no titanium sparks 
& burning slag
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